


HIGH-PERFORMANCE WIRELESS NETWORKING

WHAT THIS PRODUCT DOES

Delivers up to 12x faster speeds and 4x farther

range than 802.11g

+ Dual Band N technology enables HD video
streaming, file sharing, enhanced Internet
phone calling (VolP), and Web surfing

+ Access a secure wireless network using
advanced WPA™ or WPA2™ encryption

+ Easy to install and use with the D-Link Quick
Router Setup Wizard or using Wi-Fi Protected
Setup™ (WPS)

+ Backward compatible with 802.11a and 802.11g
devices including game consoles and digital
media players

WHAT IS 5 GHZ?

5GHz is ideal for wirelessly streaming multiple
HD videos across your network. It helps avoid
interference by providing a clearer wireless band
for HD signals than existing 802.11g products.
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TECHNICAL SPECIFICATIONS

STANDARDS

+ TIEEE802.11a

11EEE 802.11b

1IEEE 802.11g

1 IEEE 802.1n (draft 2.0)
1 IEEE 802.3

1 IEEE 802.3u

+ + + + o+

DEVICE INTERFACES

+ 410/100 LAN ports
110/100 WAN port

IEEE 802.11a/b/g/n WLAN
USB 2.0

+ + +

ANTENNA TYPE
2 external reversed SMA antennas

WIRELESS SECURITY
+ 64/128 bits WEP

+ WPA

+ WPA2

+ WLAN partition support

QoS
+ D-Link Intelligent QoS Technology
+ Wi-Fi WMM

FIREWALL FEATURES

+ Network Address Translation (NAT)

+ Stateful Packet Inspection (SPI)

+ IP/MAC Address Filtering

+ VPN Pass-through / Multi-sessions PPTP /L2TP / IPSec

ROUTER FEATURES

+ Port Forwarding

Port Triggering / Special Applications Support
Static Route Support (WAN Side)

DHCP Server

DNS Relay

SharePorf™ FUNCTION SUPPORT

- Allows connection of external hard drive or multifunction
printer to USB port

- Allows sharing of HD space, printing and scanning
functions®

*HD and multifunction equipment can only be accessed by a single user at a time

o Maximum wireless signal rates derived from IEEE Standard 802.11g, 802.11a, and draft 802.11n
specifications. Actual data throughput may vary. Network conditions and environmental
factors including network traffic, building materials and construction, and network overhead, can
lower actual data throughput rate. Environmental factors will adversely affect wireless signal range.
* Computer must adhere to Microsoft's recommended System Requirements.
 The software included with this product s not Mac-compatible.

DEVICE MANAGEMENT

+ Internet Explorer v6 or Later; Mozilla Firefox v2.0 or Later; or
other Java-enabled Browsers

Remote Management

Extensive logging of gateway events
UPnP support

WCN (Wireless Connect Now) support
DDNS (Dynamic DNS)

+ + + + +

LEDs

+ D-Link Power-On Logo

Internet

usB

Status

WLAN 2.4 GHz (wireless connection)
WLAN 5 GHz (wireless connection)
LAN (10/100)

+ + + + + +

POWER INPUT
+DC5V/25A

DIMENSIONS
(WxLxH)117 x 193 x 31 mm (4.6 x 7.6 x 1.2 inches)

WEIGHT
380g (0.841bs)

CERTIFICATIONS
+ FCC Class B
+ CE
+ IC
+ C-Tick
+ Wi-Fi

MINIMUM SYSTEM REQUIREMENTS
+ Computer with:
- Pentium 3 800GHz or better processor
- 256MB RAM or higher
- Windows Vista, XP SP2, 2000, 2003 or Mac 0S X v10.4 or
higher
- CD ROM drive
- SharePort™ Network USB Utility
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